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 The 8-port 10/100Mbps PoE switch with 48V/2A 
external power, provides an easier installation way  for your PoE 

devices(IP cameras, VoIP, wireless AP, etc.). And it can detect 
your PoE devices according to PoE standard. So the users do 

not need to worry about the PoE switch will damage their PoE 

devices. The max transmission distance is 100 meters with Cat5 
cables. Ideally, shorter cable would reduce the power 

degradation over the cables; with high quality cables also can 
reduce power loss. Plug & play design make the installation 

quite easy, users do not need any configuration, which make 
this PoE switch a very good choice for IP cameras, wireless AP, 

VoIP users. 

 Energy-efficient, eco-friendly for accessories can be 
placed on a desktop or fixed to the wall. 
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Model WS-1082 

Interface 
8 10/100Mbps PoE RJ45 port (1~8) 

1 10/100/1000Mbps RJ45 port (9th) 

Standard 
IEEE802.3i ,IEEE802.3u ,IEEE802.3x ,IEEE802.3ab , 

IEEE802.3af ,IEEE802.3at 

Bandwidth 3.6Gbps(Non-blocking) 

MAC 8K 

Forwarding Rate  2.678Mpps 

LED PWD ,PoE ,Link/ACT 

Power 

Input 96W ,48V DC/2A 

Each port up to 30W 

100~240V AC/50-60Hz 

Dimensions 225L x 121W x 35H 

Weight 0.8kg 

Environment 

Work within 0º~40ºC ,Storage within -40ºC~70ºC 

Work within 10%~90% Non-condensing ,Storage  

within 5%~90% Non-condensing 

 8 10/100Mbps Auto-Negotiation RJ45 PoE port + 
 Gigabit uplink port. 

 Complies with IEEE802.3af/at standards  

 Each PoE port supports auto-negotiation  
 10/20,100/200Mbps  

 Bandwidth 3.6Gbps 

 Max power for single PoE port is 15.4W 

 Support auto-detection function to protect the s 
 System when the system power is overloaded  

 Or there is non-PoE device 

 LED indicators for monitoring power, link , 
 activity and speed 

 48V /2A power adapter, power over 12(+) 36(-) 

 Supports IEEE802.3ax flow control for 
 Full Duplex and back-pressure for Half Duplex 
 mode 

9 Port Gigabit Authorized in Global Layer 2  Technical Specification 
 

 

High Quality Network Security 

Key Features Product Profile 

Excellent Heartsick Lightning Protection 

Safe and Smart Power Supply 

 8 PoE ports can carry power to the PD complies with 
IEEE802.3af and assign corresponding power according to the 

PD power class, not only to realize energy-effection, but also to 
protect PD equipment. 

Dimension 


